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PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CQNCU.RWENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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CONDUIT (BORED) FOR PROPOSED UNDERGROUND TELEPHONE SERVICE.
CAP AND MARK CONDUIT 2 FT. ABOVE GRADE AT UTILITY POLE FOR USE
BY BELL ATLANTIC FORCES.

CC. INSTALL NEMA SIZE “6" BASE MOUNTED CABINET AND CONTROLLER WITH
AUTOSCOPE CONTROL EQUIPMENT. CONCRETE PAD AND CONTROL AND '

D

ISTRIBUTION EQUIPMENT. (INSTALL 2-2 IN. AND 2-4 IN. SCHEDULE

80, 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN
CABINET BASE)

DD. INSTALL AUTOSCOPE DETECTION CAMERA ON EXISTING STEEL POLE.

EE. INSTALL 4 IN. SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL"
CONDUIT (SLOTTED). ’ '

FF. ABANDON EXISTING CONDUIT.
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SPECIAL NOTE:

CONTRACTOR SHALL USE CARE TO AVOID DISTURBANCE OF
EXISTING CONDUIT WHEN INSTALLING NEW CONDUIT.
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THE CONTRACTOR SHALL NOTIFY THE
PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

2. INSTALL CONDUIT PRIOR TO THE INSTALLATION OF PAVEMENT MARKINGS.

3. THE CABINET SHALL BE DELIVERED TO SHA AT 7941 CONNELLEY DRIVE.

MARYLAND 21076. THE CONTRACTOR SHALL NOTIFY SHA AT
(410) T87~-7652 AT LEAST THREE DAYS IN ADVANCE OF DELIVERY.

4. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE FROM EXISTING
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